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输入性能 

参数 最小值 典型值 最大值 备注 

浪涌电流（I2t） - - 4.61 A2s 220Vac，25℃环温（冷机启动），
10%Ipk-10%Ipk持续时间=776 μs 

功率因数 0.9 - - 100-277Vac, 50-60Hz, 65%-100%负载 
(130-200W) 总谐波失真 - - 20% 

总谐波失真 - - 10% 220-240Vac, 50-60Hz, 75%-100%负载 
(150-200W) 

 
输出性能 

参数 最小值 典型值 最大值 备注 

电流精度 -5%Ioset - 5%Ioset 100%负载 

输出电流设置范围(Ioset)  
EUM-200S105Mx 
EUM-200S150Mx 
EUM-200S280Mx 
EUM-200S560Mx 

 
 

  70 mA 
105 mA 
180 mA 
350 mA 

 
 
- 
- 
- 
- 

 
 

1050 mA 
1500 mA 
2800 mA 
5600 mA 

 

恒功率输出电流设置范围 
EUM-200S105Mx 
EUM-200S150Mx 
EUM-200S280Mx 
EUM-200S560Mx 

 
 

 700 mA 
1050 mA 
1800 mA 
3500 mA 

 
 
- 
- 
- 
- 

 
 

1050 mA 
1500 mA 
2800 mA 
5600 mA 

 

总输出电流纹波(pk-pk) - 5%Iomax 10%Iomax 100%负载，20 MHz BW 
< 200Hz 输出电流纹波 
(pk-pk) 

- 2%Iomax - 100%负载 

启动过冲电流 - - 10%Iomax 100%负载 

空载输出电压 
EUM-200S105Mx 
EUM-200S150Mx 
EUM-200S280Mx 
EUM-200S560Mx 

 
- 
- 
- 
- 

 
- 
- 
- 
- 

 
360 V 
240 V 
120 V 
  75 V 

 

线性调整率 - - ±0.5% 100%负载 

负载调整率 - - ±3.0%  

开机启动时间 - - 0.5 s 120-277Vac，65%-100%负载 

温度系数 - 0.03%/C - 壳温=0C~Tc最大值 

12V 输出线电压 10.8 V 12 V 13.2 V  

12V 输出线电流 0 mA - 250 mA 参考地为“Dim−” 

12V 输出线瞬态峰值电流@6W - - 500 mA 
在 6.0ms 周期内，最大峰值电流 500mA 
的最长持续时间为 2.2ms，且平均值不可
超过 250mA。 

12V 输出线瞬态峰值电流@10W - - 850 mA 
在 5.2ms 周期内，最大峰值电流 850mA 
的最长持续时间为 1.3ms，且平均值不可
超过 250mA。 
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调光概述 

 
安全与电磁兼容标准 

安全目录 标准 

UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13 

ENEC & CE EN 61347-1, EN 61347-2-13 

CB IEC 61347-1, IEC 61347-2-13 

CCC GB 19510.1, GB 19510.14 

PSE J 61347-1, J 61347-2-13 

KS KS C 7655 

BIS IS 15885(Part2/Sec13) 

  

参数 最小值 典型值 最大值 备注 

0-10V线上最大电压 -20 V - 20 V  

0-10V线上输出电流 200 μA 300 μA 450 μA Vdim(+) = 0 V 

调光输出范

围 

EUM-200S105Mx 
EUM-200S150Mx 
EUM-200S280Mx 
EUM-200S560Mx 

10%Ioset - Ioset 

700 mA ≤ Ioset ≤ 1050 mA 
1050 mA ≤ Ioset ≤ 1500 mA 
1800 mA ≤ Ioset ≤ 2800 mA 
3500 mA ≤ Ioset ≤ 5600 mA 

EUM-200S105Mx 
EUM-200S150Mx 
EUM-200S280Mx 
EUM-200S560Mx 

70 mA 
105 mA 
180 mA 
350 mA 

- Ioset 

70 mA ≤ Ioset ＜ 700 mA 
105 mA ≤ Ioset ＜ 1050 mA 
180 mA ≤ Ioset ＜ 1800 mA 
350 mA ≤ Ioset ＜ 3500 mA 

推荐调光输入 0 V - 10 V 

调光缺省设置是 0-10V 调光模式。 
关断电压 0.35 V 0.5 V 0.65 V 

开启电压 0.55 V 0.7 V 0.85 V 

迟滞 - 0.2 V - 

PWM高电平 3 V - 10 V 

PWM 调光需通过英飞特编程软件设置 

PWM低电平 -0.3 V - 0.6 V 

PWM频率范围 200 Hz - 3 KHz 

PWM占空比 1% - 99% 

PWM 调光关断(正逻辑) 3% 5% 8% 

PWM 调光开启(正逻辑) 5% 7% 10% 

PWM 调光关断(负逻辑) 92% 95% 97% 

PWM 调光开启(负逻辑) 90% 93% 95% 

迟滞 - 2% - 
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安全与电磁兼容标准 

安全目录 标准 

NOM NOM-058-SCFI 

EAC TP TC 004, TP TC 020 

SAA AS/NZS 61347.1, AS/NZS 61347.2.13 

性能 标准 

ENEC EN IEC 62384 

EMI 标准 备注 
EN IEC 55015/GB/T 17743/KS C 

9815(1) Conducted emission Test &Radiated emission Test 

EN IEC 61000-3-2/GB 17625.1 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

FCC Part 15(1) 

ANSI C63.4 Class B  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: [1] this device may not cause harmful interference, and [2] this device 
must accept any interference received, including interference that may cause undesired 
operation. 

EMS 标准 备注 

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV 

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS 

EN 61000-4-8 Power Frequency Magnetic Field Test 

EN 61000-4-11 Voltage Dips 

EN 61547/KS C 9547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

注：（1） 电源满足EMI 标准，但由于电源作为灯具系统的一部分，需结合灯具(终端设备)进行EMI 相关确认。 
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浪涌曲线 

断路器 
脱扣曲线 B B B B C C C C 

额定电流 10A 16A 20A 25A 10A 16A 20A 25A 

可配置 LED 电源
数量 

120Vac 3 5 6 8 3 6 7 9 

220Vac 3 4 6 7 5 8 10 12 

277Vac 2 3 4 5 3 6 7 9 

 
效率曲线 

EUM-200S105Mx(Io=700mA)                            EUM-200S105Mx(Io=1050mA) 

 
 

EUM-200S150Mx(Io=1050mA)                           EUM-200S150Mx(Io=1500mA) 

 
  











https://cn.inventronics-co.com/service_download.html
https://cn.inventronics-co.com/product_info/201.html





