INVENTRC

EUP-075SxxxST

NI

Rev.E

CS

75W IP67

IP67

91.0%

6kV,

UL

Class 2 & SELV

Class I, Division 2

10kV

o

E320938

FC c¢

EUP-075SxxxST 75W 90-305Vac
1) 2 (3) |120vac|220vac
350-700mA | 450-700mA | 550 mARP0-305Vacl | o) 1eovic | 75w | 91.0% | 0.98 | 096 |EUP-075S070ST
127~300 Vdc
700-1050mA | 700-1050MA | 700 mA fg;fggov\‘j‘gé 36~107Vdc | 75W | 91.0% | 0.98 | 096 |EUP-0755105ST®
1050-1750mA90-1780mA | 1400 mA fg;fggov\‘j‘gé 22 ~63vdc | 75W | 90.5% | 0.98 | 096 |EUP-075S175ST®
1080-1800mA | 1400-1800mA | 1400 ma | 207305V | 25 _ 54vdc | 75w | 90.5% | 0.98 | 0.96 |EUP-0755180ST®
1700-2800mA [1900-2800mA | 2100 ma | 297395 Vacl |1 aqvgc | 75w | 89.5% | 098 | 0.96 |EUP-0755280ST®
127~300 Vdc
1 75W
2 UL, FCC 100-277Vac  127-300Vdc; 100-240Vac  127-250Vdc  KS
3 100% 220Vac “ »
4 SELV
5 Class 2 & SELV
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INVENTRONICS

EUP-075SxxxST Rev.E 75W IP67
90 Vac - 305 Vac 127~300 Vdc
47 Hz - 63 Hz
- - 0.75MIU | UL8750; 277Vac/ 60Hz
- - 0.70mA | IEC60598-1; 240Vac/60Hz,
- - 1.05A 100% 100Vac
y - 0.45A 100% 220Vat
220Vac 25
12t - - 0.54 A’s | 10%Ipk-10%lpk =164 ps
0.9 - - 100:277Vac, 50-60Hz, 75%-100%
- - 20% 56-75W
80 220-240Vac, 50-60Hz, 80%-100%
. o .
LED THD<10%
-5%loset - 5%loset 100%
(loset)
EUP-075S070ST(| 350 mA - 700 mA
EUP-075S105ST ||, 700 mA - 1050 mA
EUP-075S768T | 1050 miA - 1750 mA
EUP-0758180ST,{, T080MA - 1800 mA
EUP-0755280ST | 31700 mA - 2800 mA
EUP-075S070ST/| 450 mA - 700 mA
EUP-0758105ST | 700 mA - 1050 mA
EUP-075S175ST | 1190 mA - 1750 mA
EUP-075S180ST | 1400 mA - 1800 mA
EUP-0755280ST | 1900 mA - 2800 mA
(pk-avg) - 50%lomax | 100%lomax | 100% 20 MHz BW
- - 10%lomax | 100%
EUP-075S070ST - - 200V
EUP-075S105ST - - 119V
EUP-075S175ST - - 8V
EUP-075S180ST - - 59V
EUP-075S280ST - - 9V
- - + 0.5% 100%
- - + 1.5%
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INVENTRONICS

EUP-075SxxxST Rev.E 75W IP67
@277Vac
EUP-075S070ST
lo= 450 mA 88.5% 90.5% -
lo= 700 mA 88.5% 90.5% -
EUP-075S105ST
lo= 700 mA 89.0% 91.0% -
10=1050 mA 88.5% 90.5% - i
EUP-075S175ST 100% 25
10=1190 mA 88.5% 90.5% - 20
10=1750 mA 87.0% 89.0% -
EUP-075S180ST
10=1400 mA 88.5% 90.5% -
10=1800 mA 88.5% 90.5% -
EUP-075S280ST
10=1900 mA 87.5% 89.5% -
10=2800 mA 85.5% 87.5% -
548,000 220Vac, 25 ,80% (MIL-HDBK-
i Hours . 217F)
79,000 220Vac 80% 70
i Hours i
-40°C - +88°C
-40°C - +75°C 5
-40°C - +85°C : 5%RH to 100%RH
(L x W x H) 5.71 x'2.37 < 1.44 6.54 x 2.37 x 1.44
(L x W x H) 145 x/60 % 36.5 166 x 60 < 36.5
- 650 g -
25°C
UL/CUL UL 8750, UL 1310, CAN/CSA-C22.2 No. 250.13, CAN/CSA-C22.2 No. 223-M91
Cl= EN 61347-1, EN61347-2-13
KS KS C 7655
EMI
EN 55015 Conducted emission Test &Radiated emission Test
EN 61000-3-2 Harmonic current emissions
EN 61000-3-3 Voltage fluctuations & flicker
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75W IP67

EUP-075SxxxST Rev.E

k PreVu |
4 AT 500mA
@ §.50A
...... LI AT 164us
j@: 180us
-075S070ST(lo=450mA) EUP-075S070ST(lo=700mA)
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INVENTRONICS

EUP-075SxxxST Rev.E 75W IP67
EUP-075S105ST(10=700mA) EUP-075S105ST(10=1050mA)
=T vs. HEBE
95%
R — 4—i¥
85%
M
80%
-m—120Vac
75% ——220Vac |
=277V ac
70% .

60%  70%  80%  90%  100%
Wi E
EUP-075S175ST(lo=1190mA) P-07551755T(lo=1750mA)
- JhAE

95%
i

80% —B-120Vac —|
——220Vac

75% —
——277Vac

70% .

60% 70% 80% 90% 100%
MHHEBE
EUP- 18 400mA) EUP-075S180ST(lo=1800mA)
7113
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INVENTRONICS

EUP-075SxxxST Rev.E

75W IP67

EUP-075S280ST(Io=1900mA)

EUP-075S280ST(Io=2800mA)

Cree XP-G2
SiERKHE vs. fagk
20%
- 120Vac
16% ——220Vac
277Vac
ﬁ 12%
% Al
0 8% P T
ﬂg v
4%
0% . . .
60% 70% 80% 90% 100%
fagk
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INVENTRONICS

EUP-075SxxxST Rev.E 75W IP67

® EUP-075S175ST

(loset)

1 2 3 4 /
ON ON ON ON 1750mA 22V 42.5V
ON ON ON OFF 1680mA 23V 445V
ON ON OFF ON 1610mA 24V 46.5V
ON ON OFF OFF 1540mA 25V 48.5V
ON OFF ON ON 1470mA 26V 51V
ON OFF ON OFF 1400mA 27V 53.5V
ON OFF OFF ON 1330mA 28V 56\
ON OFF OFF OFF 1260mA 30V 59.5vV
OFF ON ON ON 1190mA 32V 63V
OFF ON ON OFF 1120mA 34V 63V
OFF ON OFF ON 1050mA 36V 63V

® FEUP-075S180ST
(loset)

1 2 3 4 /
ON ON ON ON 1800mA 22V 42V
ON ON ON OFF 1720mA 22V 44V
ON ON OFF ON 1640mA 23V 46V
ON ON OFF OFF 1560mA 24V 48V
ON OFF ON ON 1480mA 26V 51V
ON OFF ON OFF 1400mA 27V 54v
ON OFF OFF ON 1320mA 28V 54V
ON OFF OFF OFF 1240mA 30V 54v
OFF ON ON ON 1160mA 32v 54V
OFF ON ON OFF 1080mA 35V 54V
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INVENTRONICS

EUP-075SxxxST Rev.E 75W IP67

RoHs
2011/65/EC
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INVENTRONICS

EUP-075SxxxST Rev.E 7’5W IP67
2016-08-10 A / /
2016-08-30 B (loset)
VS. /
(Pk-pk) (pk-avg)

2017-06-02 o

/
/
EUP-075S180
/
(loset)
2018-03-02 D
@120Vac
@220Vac
@270Vac

EUP-075S180ST(lo=1400mA)
EUP-075S180ST(lo=1800mA)

v, EUP-075S180ST

/

2018-04-1
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